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•  Disconnect the moonlight harness connector.

•  Connect the replacement moonlight harness and check that all 8 moonlights are working.

•  Disconnect the power cord from the electrical supply.

•  Cut all the cable ties holding the Moonlight harness in position making sure not to cut ant of the other wires.

•  Release each of the 8 LED moonlights one at a time as follows:
-  Using a small screwdriver push the black restraining ring away from the reflector.
-  Pull the LED out of the LED holder, which should remain in position on the reflector.

•  Lay the new Moonlight harness over the reflector so that each of the LED’s are aligned with the LED holders

•  Insert each of the LED’s as instructed.

Moonlight Connector

•  To check that all is properly connected, plug the open hood into the mains supply.

•  Move the timer I / O switch to the “O” position.

•  Make sure that the Moonlight switch is switched on.

•  If the moonlights do not switch on disconnect the hood from the electric,
check the connections, and retest.

LED holder LED ring

1.	 Check that the LED holder 
is in position in the 
reflector, if not replace 
with new holder.

3.	 Push the ring over the 
LED holderuntil the bulb 
issecured firmly.

2.	 Place the restraining ringover 
the LED bulband push thebulb 
into the LED holder.

4.	 Place the restraining ringover 
the LED bulband push the bulb 
into the LED holder.

This guide is intended for use by qualified household electrical appliance technicians only!
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